
INDUSTRIAL DIESEL ENGINE

V3800DI-T-E3B
PERFORMANCE CURVERATED POWER

KUBOTA V3-SERIES (4-cylinder)

72.8 kW/2600 rpm
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Emissions

The Kubota V3800 direct injection turbocharged 

engine complies with EPA Tier 3 and EU Stage 3A 

emissions regulations effective through the end of 

2011 in both the North American and European 

markets.

Meeting emissions regulations with minimal 

additional required devices: NOx is reduced only by 

mechanical means such as a cooled exhaust gas 

recirculation (EGR) system.

FEATURES with BENEFITS

Durable Power

The V3800DI-T engine has the highest output, under 

the 75kW range, in Kubota’s industrial diesel engine 

line-up. This engine does not require any electronic 

control devices to comply with the latest emissions 

regulations.

Clean and Quiet Power

Kubota’s original E-CDIS (Center Direct Injection 

System) combustion system, renowned for clean 

combustion, has been updated. Fuel injection 

pressure was increased to meet the new NOx level 

of this class.

The half-float valve cover and MoS2 coated pistons 

reduce noise levels and provide reduced transmitted 

vibration from the valve area for better noise 

characteristics.

Option

The Kubota V3800DI-T engine offers side power 

take-off (PTO), in response to the trend of increasing 

hydraulic control devices used in industrial 

machines. It is possible to install up to two hydraulic 

pumps.

Fan positions are available in two heights to adapt to 

various equipment configurations.
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V3800DI-T-E3B

GENERAL SPECIFICATION DIMENSIONS

KUBOTA V3-SERIES

Kubota Corporation
2-47, Shikitsuhigashi 1-chome, Naniwa-ku, Osaka, 556-8601 Japan
Fax: +81 (0) 6 6648 /35 21
http://engine.kubota.co.jp
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